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Beatrix T8 & T5
Commercial Lighting / Batten

Features
Available in 600mm and 1200mm length
Slim body and easy to fit any space
Light weight
Quick and easy installation
Ceiling/wall, suspended mounting

Applications
Domestic areas
Corridors
Supermarket / Stores
Schools

Accessories
Diffused
Wire guard
Reflector
Angle reflector

Mounting Methods

Surface mounted

Suspension
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Beatrix T8 & T5
Commercial Lighting / Batten

Product Code Key

e.g. BTS21T8A = Diffused 600 mm length single tube T8 AC lamp

Model Accessories Length No. of Lamp Lamp

        BT    S = Diffused     2 = 600 mm        1 = Single T8A = T8 AC

   W = Wire guard     4 = 1200 mm        2 = Twin T5A = T5 AC

   R = Reflector

   A = Angle reflector

   (omit if not required)

 ■ BTS21T5A
 ■ BTS22T5A
 ■ BTS41T5A
 ■ BTS42T5A

Diffused

Accessories

 ■ BTW21T5A
 ■ BTW22T5A
 ■ BTW41T5A
 ■ BTW42T5A

Wire guard

 ■ BTR21T5A
 ■ BTR22T5A
 ■ BTR41T5A
 ■ BTR42T5A

Reflector

 ■ BTA21T5A
 ■ BTA22T5A
 ■ BTA41T5A
 ■ BTA42T5A

Angle Reflector

T5 - Standard

Bare

 ■ BT21T5A
 ■ BT22T5A
 ■ BT41T5A
 ■ BT42T5A

 ■ BTS21T8A
 ■ BTS22T8A
 ■ BTS41T8A
 ■ BTS42T8A

Diffused

Accessories

 ■ BTW21T8A
 ■ BTW22T8A
 ■ BTW41T8A
 ■ BTW42T8A

Wire guard

 ■ BTR21T8A
 ■ BTR22T8A
 ■ BTR41T8A
 ■ BTR42T8A

Reflector

 ■ BTA21T8A
 ■ BTA22T8A
 ■ BTA41T8A
 ■ BTA42T8A

Angle Reflector

T8 - Standard

Bare

 ■ BT21T8A
 ■ BT22T8A
 ■ BT41T8A
 ■ BT42T8A

Catalogue Number

Specifications

Model BT21 BT41 BT22 BT42

Type Single tube Twin tube

Size (mm) 600 1200 600 1200

Casing Material Cold rolled steel < 0.4mm

Coating Polyester powder

Finishing Glossy white

Lampholder PBT

Light Source T8 LED lamp Type A / T5 LED lamp Type B *

Accessories Diffused / Wire guard / Reflector

Weight (kg)
T8 LED lamp 0.32 0.65 0.34 0.70

T5 LED lamp 0.29 0.62 0.30 0.67

Mounting Wall, ceiling & suspended

Data stated above is for casing only
* Not included
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Beatrix T8 & T5
Commercial Lighting / Batten

Dimensions (T8 Casing)

43

70
35

96

77
35

620 / 1220

415 / 750
Recommended mounting distance

45

82

105

82

620 / 1220

82

45 105

82

620 / 1220

85

 185 

85

 185 620 / 1220

620 / 1220
92

145

118

145

Bare (Standard)

Diffused

Wire Guard

Reflector

Angle Reflector



4

Beatrix T8 & T5
Commercial Lighting / Batten
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Beatrix T8 & T5
Commercial Lighting / Batten

Installation

Type A LED lamp Type B LED lamp

L N L N

Wire Guard

Angle Reflector*

*LED tube not included. Pictures shown are for illustration purpose only.

Diffused

Reflector*

davislighting.com davislighting.com.au BT 220422

All photometric and electrical data published are of ±10% tolerance. Characteristics and specifications 
may change without notice. All electrical installations / connections should be carried out by a suitably 
qualified person. Application images are indicative only and may not contain actual Davis product. 
The information contained in this publication is typical and must not be interpreted as a guarantee of 
individual product performance.


