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Features
K12 prismatic diffuser
Suitable for T-bar recessed & surface mounted
Low glare index
Low profile casing
Hinged captive metal framed diffuser
Easy & trouble-free maintenance

Applications
Offices
Hospitals
Shopping centres / retail shops
Lecture theatres / schools

Options
Lens panel: K15, K19, Y5
Dimmable control gear
Microwave & PIR sensors
Plaster frame for plaster recessed

Standards  
Manufactured under ISO 9001:2015 to standards 
IEC/AS/NZS 60598.1
IEC/AS/NZS 60598.2.1
IEC/AS/NZS 60598.2.2
IEC/AS/NZS CISPR 15

Mounting Methods 

LMT

INDOOR

IP
20 5-100%

LMU

Surface mountedRecessed
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Specifications

Model LMU220RBLxK LMU435RBLxK LMUW235RBLxK

Diffuser Pattern Prismatic (K12)

Nominal Power (W) 20 35 35

Input Voltage 220 - 240 VAC 50 / 60 Hz

Luminous Flux (lm) 1640 3240 3780

Efficacy (lm/W) 82 93 108

CRI > 80

Power Factor > 0.95

Colour Temp. (K) 3000 / 4000 / 6500

LED Life L70B50 (hr) 50,000

Ambient Temp. ta (°C) 35

Weight (kg) 3.0 5.6 5.6

“x” denotes CCT,  3 = 3000K ; 4 = 4000K ; 6 = 6500K

LMU range

Model LMTM220RBLxKA LMTM435RBLxKA LMTW235RBLxKA

Diffuser Pattern Prismatic (K12)

Nominal Power (W) 20 35 35

Input Voltage 220 - 240 VAC 50 / 60 Hz

Luminous Flux (lm) 1640 3240 3400

Efficacy (lm/W) 82 93 97

CRI > 80

Power Factor > 0.95

Colour Temp. (K) 3000 / 4000 / 6500

LED Life L70B50 (hr) 50,000

Ambient Temp. ta (°C) 35

Weight (kg) 3.0 5.6 5.6

“x” denotes CCT,  3 = 3000K ; 4 = 4000K ; 6 = 6500K

LMT range

Lighting Data
LMU435RBL4K

Light Distribution Curve (LDC)
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LMUW235RBL4K

Light Distribution Curve (LDC)
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Dimensions
LMU range

Length

x

Height

Width

y

Model Length (mm) Width (mm) x (mm) y (mm) Height (mm)

LMU220RBLxK 593 293 350 145 65

LMU435RBLxK 1193 293 950 240 65

LMUW235RBLxK 593 593 425 390 65

Length

Height

Width

LMT range

Model Length (mm) Width (mm) Height (mm)

LMTM220RBLxKA 593 393 60

LMTM435RBLxKA 1193 393 60

LMTW235RBLxKA 593 593 60
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Characteristics and specifications may change without notice. All electrical 
installations / connections should be carried out by a suitably qualified person. 
Application images are indicative only and may not contain actual Davis 
product. The information contained in this publication is typical and must not be 
interpreted as a guarantee of individual product performance.

LM 200828

Air-Handling Options

60

600mm 400mm 300mm

A

Return air only

A - Baffle B - Single Boot Support

Return air with baffle Return and supply air Supply air only

B

LMU LMUW

Mounting Accessories

Catalogue Number Frame Length (mm) Frame Width (mm) Suitable for model

PF600 600 300   LMU220RBLxK

PF1200 1200 300   LMU435RBLxK

PFW600 600 600   LMUW235RBLxK

For more details, please refer Plaster Frame brochure on our website.

For converting universal fittings to plaster recessed mounting.


